
LedgerLOK® Flat Head 
Structural Wood Screw
Replaces 1/2" lags screws.  
LedgerLOKs are the first wood screws 
engineered to fasten a deck ledger 
board to the rim joist of a house  
without predrilling.

Features: 

• No predrilling

• Replaces traditional 1/2" lag screws 

•  TORX® ttap® drive system on  
the NEW Flat Head style

•  Hex washer head style  
on LedgerLOK 

•  Guaranteed corrosion resistance.  
ACQ approved.

•  IBC/IRC code compliant. ICC-ES ESR-1078

Not designed for use in masonry or concrete

Flat Head Style

Hex Head Style

Available in 
Flat Head or  
Hex Head

Meet Code.
Lower Cost.
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FASTENMASTER, 153 BOWLES ROAD, AGAWAM, MA 01001   800.518.3569   FASTENMASTER.COM 

FastenMaster® and LedgerLOK® are registered trademarks of OMG, Inc. Copyright © 2020 OMG, Inc. All rights reserved.
TORX® is a registered trademark of Acument Intellectual Properties, LLC. ttap® is a registered trademark of Ttapdrive AS. 

Available in 
Flat Head or  
Hex Head

and

PERFORMANCE 
The performance and corrosion resistance of 
LedgerLOK is guaranteed for the life of the project 
when used in accordance with the installation 
instructions and supporting technical literature 
included all in packaging. This information along 
with the Evaluation Report, ICC-ES ESR-1078, can 
be found at FastenMaster.com. LedgerLOK is not 
recommended for use within 1000 feet of saltwater. 

For technical assistance or questions regarding 
proper use of this fastener, please contact 
FastenMaster Technical Support at 800·518·3569 
or visit FastenMaster.com.

PRODUCT FEATURES

LEDGERLOK INDY PROGRAM

Length Packaging Qty. Item No.

 HEX HEAD STYLE

3-5/8"
75 pc

FMLL358-INDY

5" FMLL005-INDY

 FLAT HEAD STYLE

3-5/8"
75 pc

FMLLF358-INDY

5" FMLLF005-INDY

LEDGERLOK SELECTION GUIDE

Length Packaging Qty. Item No.

 HEX HEAD STYLE

3-5/8"

12 pc clamshell FMLL358-12

50 pc box FMLL358-50

250 pc bucket FMLL358B-250

5"

12 pc clamshell FMLL005-12

50 pc box FMLL005-50

250 pc bucket FMLL005B-250

 FLAT HEAD STYLE

3-5/8"

12 pc clamshell FMLLF358-12

50 pc box FMLLF358-50

250 pc bucket FMLLF358B-250

5"

12 pc clamshell FMLLF005-12

50 pc box FMLLF005-50

250 pc bucket FMLLF005B-250

HEX HEAD
DESIGN

FLAT HEAD
DESIGN

AGGRESSIVE THREAD 
FOR GREATER 
HOLDING STRENGTH

SHARP POINT FOR 
FAST INSTALLATION

HEX HEAD 
FOR 
INCREASED
LOADS 
WITHOUT
NEED FOR
WASHER

FLAT HEAD PROVIDES 
FLUSH TO LEDGER 
INSTALLATION

STRIP-OUT 
RESISTANT 
TORX® TTAP® 
DRIVE SYSTEM  


